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HACKSEL CENTRONICS INTERFACE 


Welcome to the world of 80 column printers! We hope that you 
will enjoy your interface. 


SETTING UP 


Once you have connected your computer to the printer, you will 
then need to use the enclosed printer software to run the full 
sized printer. There are three machine code routines supplied 
on the tape. The explanation of each follows: 


"“LPRINT"CODE 65000,500 -This allows you to utilize the basic 
commands LPRINT and LLIST. To use, simply execute the following 
commands: CLEAR 63999:LOAD “LPRINT"CODE. Once this is completed, 
the machine code routine will be sitting at the top of memory. 
Now, if you wish to use the large printer: POKE 26704, 254. At 
this point you now may use the LPRINT and LLIST commands as you 
normally would. If at any time you decide that you would like to 
use the 2040 printer, you may POKE 26704,5 and the information 
will go to the 2040 printer. 


Notes -With the machine code program supplied there is. only 
one difference in usage. The TAB command is somewhat changed 
for the large printer. When you execute the following: 

LPRINT TAB 5:"HACKSEL ELECTRONICS", the output will be five 
spaces and then the words “HACKSEL ELECTRONICS" as normal. 
However, if you were to execute: LPRINT “HACKSEL";TAB 5; 
"ELECTRONICS", then the output would be: "HACKSEL"-5 SPACES- 
"ELECTRONICS. If the NEW command is executed the machine 

-If the NEW command is executed, the machine code will be un- 
harmed. However, the computer will select the 2040 printer 
and the large printer will have to be selected again with the 
POKE 26704,254 command. 

-This routine does not support the COPY command. If it is 
executed, the output will go to the 2040 printer regardless 
of which is selected. 

-Although the 2068 character set is ASCII compatable, it is 
not exactly the same as ASCII. For example, printing the 
character 255 on the 2068 will give the four. letters that 
make up the word COPY. This is only true for the 2068, and is 
necessary for executing the LLIST command. This routine will 
automatically do this for you. If you execute the command: 
LPRINT CHR$ 255, then the four letters C.0.P and Y will be 


sent to the printer. However, there are some occasions 
where this is not to your advantage, the main instance is 
when you wish to send control characters to change fonts, 


underline and so forth. In these cases, the true ASCII codes 
must be sent directly and not be converted to the 2068 char- 
acter set. With this software you may select the true ASCII 
set by using the POKE 65535,1 command. If you wish to return 
to the 2068 character set, use the command: POKE 65535,0. 
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"b+tw62300"CODE 62300,500-This routine will send a high re- 
solution black and white screen copy to the full sized printer. 
(Assuming that the printer is an Epson compatible with bit 


mapped graphic capabilities.) To use the routine execute LOAD 
"b+w62300"CODE and if you wish to copy the screen simply instead 


of using the COPY command, use RANDOMIZE USR 62300. 


"color61000"CODE 61000,1300-This routine will allow for a high 
resolution screen copy as above. However, the printout will be 


in shades of grey for the corresponding colors on the screen. 
Due to the extreme complexity of this program, it takes about 
thirteen minutes to print an entire screen. To execute use: 


RANDOMIZE USR 61000. 


Additional Notes:-You may find that your printer is giving a 
double spaced output when it shouldn’t. This has nothing to do 


with the interface itself. It is simply that your printer is 
slightly different than most. In this case you will have to 
customize your software. If you make the following POKES to’ the 


routines, the problem should be cleared up. 


LPRINT POKE 65184,90 
b+w62300 POKE 62649,90 
color6180e POKE 62047, 


~All of the software that has been given can all be loaded into 
the computer at one time. They will not interfere with each 
other. If you wish to save the three machine code routines at 
once, execute SAVE “name" CODE 61000, 4535. 


~The Hacksel Interface is designed to run all software that will 
run on the Aerco Centronics Interface. 


"tasintcode" POKE 64947,127 
64952, 98 
64958, 127 
64963, 219 
64964,127 


"tasmini" 23330,127 
23335,98 
23341,127 
23352,219 
23353,127 


"tasepson"” 23507,127 
23509, 103 
23514,127 
23517,219 
23518,127 


"tas-star"™ SAME AS “"tasepson" 


"tastandy" 23358,127 
23360, 103 
23365,127 
23368, 219 
23369,127 
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"tas-seik"™ 


"tasbuff" 


"tas-starg" 


"tas-shinwa"™ 


"tasword" 


SUMMARY 


LPRINT To 
To 


To 
To 


b+w62300 To 


color61000 TO 


23377,127 
23379,103 
23384,127 
23387,219 
23388, 127 


23326,127 
23331,98 
23337,127 
23342, 219 
23343,127 


23503, 127 
23505, 103 
23510,127 
23513, 219 
23514,127 


SAME AS “tas-starg" 


57999,127 
58001,103 
58008, 127 
58014,219 
58015,127 


select large printer POKE 26704, 254 
select 2040 printer POKE 26704,5 


select 2068 character set POKE 65535,90 
select ASCII character set POKE 65535,1 
COPY execute RANDOMIZE USR 62300 


COPY execute RANDOMIZE USR 61000 


HAPPY COMPUTING! 


